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Company subject, under Article 2497 of the Civil Code, to direction and coordination by the parent company Ingeteam Power Technology SA 
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DICHIARAZIONE DI CONFORMITÀ DEL GENERATORE 
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Il seguente generatore rispetta le prescrizioni della norma CEI 0-21:2022-03; V1:2022-11 

Costruttore INGETEAM POWER TECHNOLOGY S.A. – Energy 
Av. Ciudad de la Innovación nº13 

Tipo apparecchiatura Inverter per fotovoltaico grid-interactive 

Marca INGECON SUN 3Play 

Connessione lato 
utente 

Trifase  

Frequenza: 50 Hz Tensione: 400 V 

Energia primaria 
utilizzata 

Solare (v. RdP Allegato B) 

Modello del generatore INGECON SUN 10TL M2 INGECON SUN 15TL M2 INGECON SUN 20TL M2 

Potenza nominale 10 kW 15 kW 20 kW 

Il generatore - È idoneo per installazione in impianti con potenza superiore a 11,08 kW 
- È in grado di limitare la Idc allo 0,5% della corrente nominale 
- Utilizza una funzione di protezione sensibile alla corrente continua 
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Caratteristiche del sistema di protezione di interfaccia 

Costruttore INGETEAM POWER TECHNOLOGY S.A. 

Modello Interna 

Tipo Integrata nell’inverter (1).  

(1) In sistemi di potenza maggiore ad 11,08 kW al Punto di Consegna deve essere utilizzata una 
protezione di interfaccia esterna. 
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Caratteristiche del convertitore statico 

Modello del 
convertitore statico 

INGECON SUN 10TL M2 INGECON SUN 15TL M2 INGECON SUN 20TL M2 

Costruttore del 
convertitore statico 

INGETEAM POWER TECHNOLOGY S.A. – Energy 
Av. Ciudad de la Innovación nº13 

Versione firmware 062511 

Potenza nominale 
convertitore (PNINV) 

10 kW 15 kW 20 kW 

  

  

Docusign Envelope ID: 411F16FC-9516-4843-8CAD-640685F5381D



 

 

 

Ingeteam S.r.l. 

 

Via Emilia Ponente, 232 - 48014 Castel Bolognese (RA) – ITALY www.ingeteam.com 

Tel. + 39 0546 651490    Fax +39 0546 655391    italia.energy@ingeteam.com Page 2 of 2 

Company subject, under Article 2497 of the Civil Code, to direction and coordination by the parent company Ingeteam Power Technology SA 

R
e

g
is

te
re

d
 a

t 
th

e
 C

h
a

m
b

e
r 

o
f 

C
o

m
m

e
rc

e
, 

R
E

A
 n

o
.:

 R
A

-1
9

0
1

5
0

, 
V

A
T

 C
o

d
e

 a
n

d
 F

is
ca

l 
C

o
d

e
 I

T
0

2
3

0
6

7
2

0
3

9
8

. 
 R

e
g

is
te

re
d

 a
t 

A
E

E
: 

IT
1

9
1

0
0

0
0

0
0

1
1

7
9

1
 a

n
d

 a
t 

B
a

tt
e

ri
e

s 
a

n
d

 S
to

ra
g

e
s 

R
e

g
is

te
r:

 I
T

2
1

0
2

0
P

0
0

0
0

6
7

5
9

 

S
e

z.
 I
 

Riferimenti dei laboratori che hanno eseguito le prove e dei relativi rapporti di prova (RdP) 
Metodo prescelto Prove eseguite da laboratorio accreditato 

Rapporti di prova (RdP) RdP secondo Annex A, Annex B: 64.290.23.31503.01 

RdP secondo EN IEC 61000-6-1:2019, EN IEC 61000-6-2:2019, EN IEC 61000-6-3:2021, EN 
IEC 61000-6-4:2019: CN24VA60 001 

Emessi da TÜV SÜD Certification and Testing (China) Co., Ltd Guangzhou Branch.  
N° di accreditamento D-PL-19065-01-00/DAkkS 
 
TÜV Rheinland (Shenzhen) Co., Ltd. 
N° di accreditamento L3080/CNAS 
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DICHIARAZIONE DI CONFORMITA ALLE PRESCRIZIONI CEI 0-21 
Con la presente dichiarazione, resa ai sensi degli artt. 46 e 47 DPR 28 dicembre 2000, n. 445, consapevole delle responsabilità e 
delle sanzioni penali previste dall’art. 76 del citato DPR per false attestazioni e dichiarazioni mendaci, il sottoscritto Stefano 
Domenicali, codice fiscale DMNSFN69T26D458S residente in via Casolana 3045/1, nel Comune di Castel Bolognese, provincia 
di Ravenna, in qualità di rappresentante legale della società Ingeteam Srl con sede in Castel Bolognese (RA), via Emilia Ponente 
232, codice fiscale 02306720398, P.IVA 02306720398, iscritta al registro delle imprese della Camera di Commercio Industria 
Artigianato Agricoltura (CCIAA) di Ravenna. sezione ordinaria R.E.A. 190150, 

 

DICHIARA 
 
che i prodotti Ingeteam serie Ingecon®Sun di propria costruzione, di cui alle precedenti tabelle, sono conformi alle prescrizioni 
contenute nella Norma CEI 0-21:2022-03 e sua Variante CEI 0-21 V1:2022-11.  

 
Si attesta inoltre che la produzione delle apparecchiature oggetto di questa dichiarazione avviene in regime di qualità secondo ISO 
9001:2015 (TÜV Rheinland Ibérica Inspection, Certification & Testing S.A., Certificate No. 0.04.12149). 

 

Castel Bolognese, 27/11/2024                                                                    INGETEAM S.R.L. 

 

 

 

                                                                  Stefano Domenicali 

                                                   Managing Director & Vice President 

                                                                      Ingeteam Italy 

                                                              

 
Informativa ai sensi dell’art.13 D. Lgs. 196/2003: i dati sopra riportati sono previsti dalle disposizioni vigenti ai fini del 
procedimento amministrativo per il quale sono richiesti e verranno utilizzati solo per tale scopo. 
 
Si allega fotocopia di un documento di identità in corso di validità. 
Esente da imposta di bollo ai sensi dell’art.37, comma 1, del DPR 445/2000. 
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 Certificate 
 

  
  

 Standard 
 ISO 9001:2015 

 

 Certificate Registr. No.  0.04.12149 

 

 Certificate Holder: 
 

 INGETEAM POWER TECHNOLOGY, S.A.(ENERGY) 
 

 Avda. Ciudad de la Innovación, 13 
31621 Sarriguren, Navarra, 
Spain 
 
 including the branch offices according to annex 

 

 Scope:  Design, development, engineering and after-sales service of 

electrical, electronic and computer devices, equipment and 

installations for power generation and process control. 

 

   Proof has been furnished by means of an audit that the 

requirements of ISO 9001:2015 are met. 

 

  

 

 Validity:  The certificate is valid from 2024-07-01 until 2027-06-30. 

 First certification 2001 

  

 2024-07-24 

 

 
 

  TÜV Rheinland Ibérica Inspection, 
Certification & Testing S.A.   

 Garrotxa, 10-12 – E-08820 El Prat de 
Llobregat  

 
 

 

 

   
 

  

www.tuv.com 
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 Annex to certificate  
 

  
 

 

 

 

 Standard 
 ISO 9001:2015  

 

 Certificate Registr. No.  0.04.12149  

 

 

 

 

 

www.tuv.com 
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    No.  Location  Scope 

  H 

/02 INGETEAM POWER 

TECHNOLOGY, S.A.(ENERGY) 

Pol. Ind. Areta c/ Sarriguren, 21                                               

31620 Huarte                                                                    

Spain 

Design, development, engineering and after-

sales service of electrical, electronic and 

computer devices, equipment and installations 

for power generation and process control. 

 

 2024-07-24 

 

  TÜV Rheinland Ibérica Inspection, 
Certification & Testing S.A. 

 Garrotxa, 10-12 – E-08820 El Prat de 
Llobregat 
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Compliance Document
No. D 122028 0014 Rev. 00

Page 1 of 5
TÜV SÜD Product Service GmbH • Certification Body • Ridlerstraße 65 • 80339 Munich • Germany

Holder of Certificate: Ingeteam Power Technology, S.A.
Avda. Ciudad de la Innovación, 13
31621 Sarriguren, Navarra
SPAIN

Product: Converter
(PV grid-interactive inverter)

Model(s): INGECON SUN 5TL M2, INGECON SUN 10TL M2, 
INGECON SUN 15TL M2, INGECON SUN 20TL M2, 
INGECON SUN 30TL M2 

Parameters: See page 2-3

Tested 
according to:

CEI 0-21:2022
CEI 0-21:2022/V1:2022

This Compliance document confirms the compliance with the listed standards on a voluntary basis. It 
refers only to the sample submitted for testing and certification and does not certify the quality or 
safety of the serial products. For details see: www.tuvsud.com/ps-cert

Test report no.: 64290233150301

Date, 2024-03-18

( Billy Qiu )
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Compliance Document
No. D 122028 0014 Rev. 00

Page 2 of 5
TÜV SÜD Product Service GmbH • Certification Body • Ridlerstraße 65 • 80339 Munich • Germany

Parameters:
Model Name INGECON SUN 5TL M2 INGECON SUN 10TL M2

PV input terminal parameters
Max. Input Voltage 1100 Vd.c.
MPPT Voltage Range 160 Vd.c.-1000 Vd.c.
MPPT Tracker number 1/1
Max. Input Current 15/15 Ad.c.
Shorted Input Current 20/20 Ad.c.

AC output terminal parameters
Rated Output Voltage 3/N/PE~, 230/400 Va.c.
Rated Output Current 7.2 Aa.c. 14.5 Aa.c.
Max. Output Current 8.4 Aa.c. 17.0 Aa.c.
Rated. Output Power 5000 W 10000 W
Maximum Output Active 
Power Pmax

5500 W 11200 W

Maximum Output Apparent 
Power Smax

5500 VA 11200 VA

Rated Output Frequency 50 Hz
Power Factor 0.8 inductive to 0.8 capacitive

Model Name INGECON SUN 15TL M2
PV input terminal parameters

Max. Input Voltage 1100 Vd.c.
MPPT Voltage Range 160 Vd.c.-1000 Vd.c.
MPPT Tracker number 1/2
Max. Input Current 15/30 Ad.c.
Shorted Input Current 20/40 Ad.c.

AC output terminal parameters
Rated Output Voltage 3/N/PE~, 230/400 Va.c.
Rated Output Current 21.7 Aa.c.
Max. Output Current 25.3 Aa.c.
Rated. Output Power 15000 W
Maximum Output Active 
Power Pmax

16700 W

Maximum Output Apparent 
Power Smax

16700 VA

Rated Output Frequency 50 Hz
Power Factor 0.8 inductive to 0.8 capacitive

Docusign Envelope ID: 411F16FC-9516-4843-8CAD-640685F5381D



Compliance Document
No. D 122028 0014 Rev. 00

Page 3 of 5
TÜV SÜD Product Service GmbH • Certification Body • Ridlerstraße 65 • 80339 Munich • Germany

Model Name INGECON SUN 20TL M2 INGECON SUN 30TL M2
PV input terminal parameters

Max. Input Voltage 1100 Vd.c.
MPPT Voltage Range 160 Vd.c.-1000 Vd.c.
MPPT Tracker number 2/2 2/2
Max. Input Current 30/30 Ad.c. 40/30 Ad.c.
Shorted Input Current 40/40 Ad.c. 50/37.5 Ad.c.

AC output terminal parameters
Rated Output Voltage 3/N/PE~, 230/400 Va.c.
Rated Output Current 29.0 Aa.c. 43.5 Aa.c.
Max. Output Current 33.7 Aa.c. 50.2 Aa.c.
Rated. Output Power 20000W 30000W
Maximum Output Active 
Power Pmax

22000 W 33000 W

Maximum Output Apparent 
Power Smax

22000 VA 33000 VA

Rated Output Frequency 50 Hz
Power Factor 0.8 inductive to 0.8 capacitive
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Compliance Document
No. D 122028 0014 Rev. 00

Page 4 of 5
TÜV SÜD Product Service GmbH • Certification Body • Ridlerstraße 65 • 80339 Munich • Germany

The following generators meet the requirements of CEI 0-21:2022

Manufacturer Ingeteam Power Technology, S.A.
Avda. Ciudad de la Innovación, 13, 31621 Sarriguren, Navarra, SPAIN

Equipment type PV grid-interactive inverter
Brand Ingeteam

Number of phase ☐ Single phase ☒ Three phase
Frequency: 50Hz        Voltage: 230/400 Va.c.

Primary energy 
used ☒ Solar   ☐ Storage ☐ Wind  ☐ Hydroelectric  ☐ CHP  ☐ Other:

Generator model INGECON 
SUN 5TL M2

INGECON 
SUN 10TL 

M2

INGECON 
SUN 15TL 

M2

INGECON 
SUN 20TL 

M2

INGECON 
SUN 30TL M2

Rated active power 
output to Grid 5000 W 10000 W 15000 W 20000 W 30000 W

Maximum apparent 
power output to 
Grid

5500 VA 11200 VA 16700 VA 22000 VA 33000 VA

Section A

The generator:

☒ is suitable for installation in systems with an output power of more 
than 11.08 kW
☒ is capable of limiting Idc to 0.5% of rated current:
☒ uses a DC-sensitive protection function
☐ uses a transformer operating at mains frequency 

Characteristics of the interface protection system
Manufacturer Ingeteam Power Technology, S.A.

Model
INGECON SUN 5TL M2, INGECON SUN 10TL M2, 
INGECON SUN 15TL M2, INGECON SUN 20TL M2, 
INGECON SUN 30TL M2

Section B

Type

☒ Integrated  ☐ Not integrated
Remark: The application of Model INGECON SUN 10TL M2, 
INGECON SUN 15TL M2, INGECON SUN 20TL M2, INGECON SUN 
30TL M2 in system may exceed 11.08kW on grid connection point, 
external interface protection system is required according to final 
installation requirement.

Characteristics of inverter(s)

Model of inverter INGECON 
SUN 5TL M2

INGECON 
SUN 10TL 

M2

INGECON 
SUN 15TL 

M2

INGECON 
SUN 20TL 

M2

INGECON 
SUN 30TL M2

Rated power of 
inverter (PNINV) 5000 W 10000 W 15000 W 20000 W 30000 W

Manufacturer of 
inverter Ingeteam Power Technology, S.A.

Section C

Firmware version 062511
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No. D 122028 0014 Rev. 00
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TÜV SÜD Product Service GmbH • Certification Body • Ridlerstraße 65 • 80339 Munich • Germany

References of the laboratories that performed the tests and their test reports (RdP)

Selected method ☒ Tests performed by an accredited laboratory  

Test Reports (RdP) Test report according to Annex A, Annex B: 64.290.23.31503.01

Issued by
Testing lab:
TÜV SÜD Certification and Testing (China) Co., Ltd. Guangzhou 
Branch

Accreditation No. D-PL-19065-01-00

Section I

Accreditation body 
ref. DAkkS

Reference of the certification body

TÜV SÜD Product Service GmbHSection M
Certification Body DAkkS accreditation certificate D-ZE-11321-01-00 according to DIN 

EN ISO/IEC 17065:2013
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